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watts. The frequency and maximum 
power shall be specified in the station 
authorization. 

(e) In the Industrial/Business Pool, 
on frequencies designated with an 
‘‘LR’’ in the coordinator column of the 
frequency table in § 90.35(b)(3), the out-
put power of a mobile repeater station, 
when transmitting as a repeater sta-
tion on the frequency used for commu-
nication with its associated pack-car-
ried or hand-carried units, shall not ex-
ceed 6 watts except when the same fre-
quency is also used by the same station 
for direct communication with vehic-
ular mobile units or with one or more 
base stations. 

(f) When automatically retransmit-
ting messages originated by or destined 
for hand-carried units, each mobile sta-
tion shall activate the mobile trans-
mitter only with a continuous coded 
tone, the absence of which will de-acti-
vate the mobile transmitter. The con-
tinuous coded tone is not required 
when the mobile unit is equipped with 
a switch that activates the automatic 
mode of the mobile unit and an auto-
matic time-delay device that de-acti-
vates the transmitter after any unin-
terrupted transmission period in excess 
of 3 minutes. 

[43 FR 54791, Nov. 22, 1978, as amended at 62 
FR 18928, Apr. 17, 1997]

§ 90.248 Wildlife and ocean buoy track-
ing. 

(a) The frequency bands 40.66–40.70 
MHz and 216–220 MHz may be used for 
the tracking of, and the telemetry of 
scientific data from, ocean buoys and 
animal wildlife. 

(b) Transmitters operating under the 
provisions of this section are not sub-
ject to the technical standards con-
tained in §§ 90.205–90.217. In lieu thereof, 
the transmitters shall comply with the 
provisions in this section. 

(c) Classes of emission are limited to 
N0N, A1A, A2A, A2B, F1B, J2B, F2A, 
F2B, and/or F8E. 

(d) The authorized bandwidth shall 
not exceed 1 kHz. 

(e) Frequency stability. (1) For trans-
mitters operating in the 40.66–40.70 MHz 
frequency band, the frequency stability 
shall be sufficient to ensure that, at 
the carrier frequency employed, the 
sum of the authorized bandwidth plus 

the bandwidth required for frequency 
stability are confined within this band. 

(2) In the 216–220 MHz frequency band, 
transmitters shall employ a minimum 
frequency stability of 0.005 percent (50 
parts per million). The carrier fre-
quency shall be selected to ensure that 
the sum of the authorized bandwidth 
plus the bandwidth required for fre-
quency stability are confined within 
this band. 

(3) The frequency stability standards 
shall be met over a temperature range 
of ¥30° to +50° centigrade at normal 
supply voltage and for a variation in 
the primary supply voltage from 85% 
to 115% of the rated supply voltage at 
a temperature of +20° C. For battery 
operated equipment, the equipment 
tests shall be performed using a new 
battery. 

(f) The maximum peak transmitter 
output (carrier) power shall not exceed 
1 milliwatt for airborne wildlife appli-
cations, 10 milliwatts for terrestrial 
wildlife applications or 100 milliwatts 
for ocean buoys. 

(g) Emissions appearing outside of 
the authorized bandwidth shall be at-
tenuated below the carrier power by at 
least 26 dB, following the procedures 
specified in § 90.210(m). 

[63 FR 64208, Nov. 19, 1998]

§ 90.249 Control stations. 
Control stations associated with land 

mobile stations under this part shall be 
authorized to operate subject to the 
following: 

(a) Frequencies for control stations. (1) 
Control stations may be authorized to 
operate on frequencies available for use 
by operational fixed stations. 

(2) A control station associated with 
mobile relay station(s) may, at the op-
tion of the applicant, be assigned the 
frequency of the associated mobile sta-
tion. In the Industrial/Business Pool, 
on frequencies designated with an 
‘‘LR’’ in the coordinator column of the 
frequency table in § 90.35(b)(3), such a 
control station may be assigned any 
mobile service station frequency avail-
able for assignment to mobile stations. 
Such operation is on a secondary basis 
to use of the frequency for regular mo-
bile service communications. 

(3) Control and fixed stations in the 
Public Safety Pool may be authorized 
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